§1926.1091

RECORDKEEPING

§1926.1091 Recordkeeping
ments.

require-

NOTE: The requirements applicable to con-
struction work under this section are iden-
tical to those set forth at §1910.440 of this
chapter.

[61 FR 31432, June 20, 1996]

§1926.1092 Effective date.

NOTE: The requirements applicable to con-
struction work under this section are iden-
tical to those set forth at §1910.441 of this
chapter.

[61 FR 31432, June 20, 1996]

APPENDIX A TO SUBPART Y—EXAMPLES
OF CONDITIONS WHICH MAY RESTRICT
OR LIMIT EXPOSURE TO HYPERBARIC
CONDITIONS

NOTE: The requirements applicable to con-
struction work under this appendix A are
identical to those set forth at Appendix A to
Subpart T of part 1910 of this chapter.

[61 FR 31432, June 20, 1996]

APPENDIX B TO SUBPART Y—GUIDELINES
FOR SCIENTIFIC DIVING

NOTE: The requirements applicable to con-
struction work under this appendix B are
identical to those set forth at Appendix B to
Subpart T of part 1910 of this chapter.

[61 FR 31433, June 20, 1996]

Subpart Z—Toxic and Hazardous
Substances

AUTHORITY: Sec. 107, Contract Work Hours
and Safety Standards Act (40 U.S.C. 333);
Secs. 4, 6, 8, Occupational Safety and Health
Act of 1970 (29 U.S.C. 653, 655, 657); Secretary
of Labor’s Order Nos. 12-71 (36 FR 8754), 8-76
(41 FR 25059), 9-83 (48 FR 35736), 1-90 (55 FR
9033), or 6-96 (62 FR 111), as applicable; 29
CFR part 1911.

Section 1926.1102 not issued under 29 U.S.C.
6565 or 29 CFR part 1911; also issued under 5
U.S.C. 553.

SOURCE: 58 FR 35190, June 30, 1993, unless
otherwise noted.
§1926.1100 [Reserved]

§1926.1101 Asbestos.

(a) Scope and application. This section
regulates asbestos exposure in all work
as defined in 29 CFR 1910.12(b), includ-
ing but not limited to the following:

29 CFR Ch. XVII (7-1-01 Edition)

(1) Demolition or salvage of struc-
tures where asbestos is present;

(2) Removal or encapsulation of ma-
terials containing asbestos;

(3) Construction, alteration, repair,
maintenance, or renovation of struc-
tures, substrates, or portions thereof,
that contain asbestos;

(4) Installation of products
taining asbestos;

(5) Asbestos spill/emergency cleanup;
and

(6) Transportation, disposal, storage,
containment of and housekeeping ac-
tivities involving asbestos or products
containing asbestos, on the site or lo-
cation at which construction activities
are performed.

(7) Coverage under this standard
shall be based on the nature of the
work operation involving asbestos ex-
posure.

(8) This section does not apply to as-
bestos-containing asphalt roof coat-
ings, cements and mastics.

(b) Definitions.

Aggressive method means removal or
disturbance of building material by
sanding, abrading, grinding or other
method that breaks, crumbles, or dis-
integrates intact ACM.

Amended water means water to which
surfactant (wetting agent) has been
added to increase the ability of the lig-
uid to penetrate ACM.

Asbestos includes chrysotile, amosite,
crocidolite, tremolite asbestos,
anthophyllite asbestos, actinolite as-
bestos, and any of these minerals that
has been chemically treated and/or al-
tered. For purposes of this standard,
“‘asbestos’ includes PACM, as defined
below.

Asbestos-containing material (ACM),
means any material containing more
than one percent asbestos.

Assistant Secretary means the Assist-
ant Secretary of Labor for Occupa-
tional Safety and Health, U.S. Depart-
ment of Labor, or designee.

Authorized person means any person
authorized by the employer and re-
quired by work duties to be present in
regulated areas.

Building/facility owner is the legal en-
tity, including a lessee, which exercises
control over management and record

con-
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